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LEAK PEN

Scope

Leak pen is a portable acoustic leak detection device with powerful measurement capabilities
for early identification and location of leaks on pressurized pipes.

Technical specifications:

Noise detector

Housing Stainless steel PVC
% in diameter x 7 in length / 18mm x 180mm;
Dimensions ergonomic design for one-hand use
Protection rating IP68
Weight:
Handheld device 7 oz / 200 g +25%, including battery
Operating temperature -4 °F to 1229F / -20 °C to +50 2C
Storage temperature -40 °F to 1409F / -40 2C to +60 °C
Humidity 0% to 100% RH power supply
Handheld device 1 x 1.5 V AA lithium/alkaline / Ni-MH, replaceable
Operating time At least 10 hours, with new alkali battery 2500

mA at 702F / 212C — automatic switch-off after 10
minutes of inactivity

Visual display Red LEDs (10 pieces) for displaying the leak noise
level and communication status
Audio transmission: Adjustable hearing-protection
Bluetooth Interference-free Bluetooth 2.1 wireless
technology and aptX audio codec
HF module Feasycom FSC-BT802, 5.0 dual mode
Transmission power +10 dBm (maximum)
Antenna Internal ceramic chip
Sensors:
Acoustics Integrated piezoelectric compression sensor (PE)
Movement Integrated digital acceleration sensor for
operating control
Signal processing Frequency response 20 Hz to 2000 Hz
Certification CE/CB
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