SPECIFICATIONS

1. BIO SAFETY CABINET

Specification:
General Construction: Extsmal dimension with base stand: 1340x810x 1400 mm; Intamal dimension;
1220x580x670 mm

Airflow and Filtration: Ultra low particulate Air (ULPA)/H14 filter with 99.999% efficiency at 0.3-0.1 um, Aiflow
voluma: 346 cmh (Inflow); 764 cmh (Downflow); 1SO 14644-1 Class 3 air quality

Control Panel and Electrical: Supervises all cabinat function, Seft keys for menu, blawer, light, UV and slectrical
outlet, Large display monitor, Powsr rating: 220-240 ' AC 60 Hz, Nominal Power Congumption; 308 W; Lighting:
Fluorescent lamp intensity: 1118 Lux; Optional UV lamp (253.7 nm)

Ergonomics: Easy-to-reach elecincal cutlets; Easy-to-clean coved comers; Easy-to-ift working tray with handles
Accessories: Support stand, Electrical outlets, UV lamp, Service fixture, IV bars, Exhaust accessories, Footrest,
Labchair, Pre-filter

2. CULTURE REFRIGERATOR

General Construction: 128 L Capacity; External Dimension; 520x635x835 mm; Internal dimension;
F40x516x560 mm

Shelf and drawers kits; Atoxic, plastic-coated steel with anti-tilt clip support, painted steel drawer,
djustable polypropylene dividers and ergonomic aluminum handle; 2 shelves included, max of 3 shelves or
5 drawers

\Cooling System: Rapid cool down and fast recovery due to fan assistance; Refrigerant: R452A (HCFC-
;aru:l CFC-Free) Temperature range; -10 to -20 °C Uniformity: £ ol; Automatic defrost

‘Control Panel and Electrical: Temperature display and signals critical conditions, Alarms on open door,
highylow temp and clooged condenser filter; Power rating: 220-240 V AC &0 Hz; Nominal power
consumption: 5.2 kW for a 24 hour period

Ergonomics: Caster wheels for easy relocation

Door Lock Security: Key lack

Accessories: Shelf kits, Drawer kits, Access Port: 15 mim or 35 mm diameter hole that will be placed at
the back of the unit and close with a white cap; Chart recorder: Provides an easy-to-read graph data vs
time; Back-up Battery
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3. INCUBATOR

Dimensions: 110 Liter Chamber capacity; External dimensions: 710x587x785 mm; Internal dimension:
560x300x490 mm

Construction: Main body shall constructed from 1.2 mm 18-gauge electro-galvanized steel; Anti-microbial

coating on all painted surfaces to inhibit microbial growth, Incubator chamber is 1.2 mm 18-gauge stainless
steel grade, grade 304 with 4B finish; 2 point door seal and eccentric hinge to ensure maximum gasket

compression for stable chamber temperature, Fan is permanently lubricated and maintenance-free fan and

inner glass door for viewing
Power Requirements: 220-240 VAC, 50/80H;z, 1-phase power supply

Performance: Employ with forced convection system for temperature uniformity, temperature range 30°C

to 100 °C, Adjustable fan speed , temperature variation at 37 °C + 0.3 °C

Controller: Instrument-grade precision platinum temperature probe, ensure fast ramp time, prevents
overshoot and stable temperature

4. DIGITAL PORTABLE ARSENIC TREST KIT WITH ACCESSORIES
AND CONSUMABLES

General specification:
-Portable and compact test kit for Arsenic only

-Measuring system: colorimeter

-Reaction system: at lzast 20 minutes

-Power supply: 9V battery

-Sensitivity down to 2 to 100 ppb or ygiL

-Method of detection align to Standard Method of Water and Wastewater Examination 23rd
edition

-Accessories and material are included: Arsenitor Digital Arsenic tester, tri-filter arsenic trap, 100
mL reaction vessed, destruction filter holder (5 off), hydrogen suifide filter, visual comparison
chart, forceps, gloves, dilution tube, cuvette brush, cuvette, 9 V battery, screwdriver, instructions
manual

-Consumables enough for 500 test analysis of samples
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